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Worklift height adjustment

The u l t imate in  technology.

The Workflow workstation system has been carefully thought out 

from A to Z and is absolutely peerless. Here is an overview of the 

most important characteristics and details:

Height adjustment with
electric motor:
The electric height adjustment from 
720 to 1160 mm is available on re-
quest with memory control.

CPU holder, desk:
For assembly under the tabletop; 
adjustable. With adjustable and 
lockable retaining strap.

Flexible cable duct:
For the elegant routing of the power 
and data cables from the Workdesk to 
the Worklift.

Cable aperture sockets:
Available in plastic or – as shown here 
– in metal with a stainless steel look 
and a brush seal.

Vertical cable routing:
Brings the cables securely and flexibly 
down to the floor.

Acrylic modesty panel: 
The modesty panel made of
satin-finish acrylic glass protects
against curious glances.

Glass modesty panel: 
On request, the modesty panel is also
available in satin-finish toughened
safety glass (TSG) or in steel.

Frame panel for T-frame:
For lateral wiring. With cable duct and 
strain relief.

Add-on elements

Wiring technology

Solo desk cable flap:
Made of aluminium, coated in the 
colour of the frame.

Height adjustment with 
pneumatic spring:
The manual operation of the pneumatic 
lift column is quick, quiet and simple.
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Workdesk and Solodesk frame variants

Frames: Workdesk-Worklift cross-bar connection and design

T-frame:
The filigree T-frame is adjustable from 
680 to 790 mm (Solodesk to 820 mm) 
in 10-mm steps.

A-frame (optionally with casters):
The design alternative to the T-frame 
variant. Available with casters on one 
side or both sides.

A-frame height adjustment:
The height can be adjusted from 680 
to 790 mm (Solodesk to 820 mm) in 
10-mm steps.

Casters for A-frames:
All caster frames are fitted with 
smooth-running, lockable casters.

Workdesk height adjustment:
The height adjustment of the 
Workdesk works quickly and easily on 
the T-frame...

… and on the rocker docked on the
Worklift. Integrated scales make
adjustments easier.

Worklift cable trough:
The cable trough for power and data 
cables, power units and sockets – for 
quick connection and removal.

Worklift cable flap:
The stainless steel Workflow cable flap 
maintains the dynamic design of 
the desk and helps to keep the work 
surface tidy.

Equipment board:
Always in reach: the height-adjustable 
equipment board on the Workdesk, 
e.g., for a printer or a fax.

Visitor reception-point solo:
With a round top. To be fastened at 
the sides to a Workdesk or 
Solodesk.

Visitor reception-point duo:
With a rectangular top, and rounded 
corners. To be fastened at the sides to 
two Workdesks or Solodesks.

Mobile pedestal with seat: 
As a visitor seat, which is quickly
available directly under the desk.
Seat made of leather, upholstered.

Connection of Workdesk
to Worklift:
The Workdesk cross bar is simply 
positioned on the rocker on the 
Worklift and fixed with a bolt...

... and then simply locked with an 
Allen screw. The system can be 
extended into a corner combination 
just as easily!
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The Workflow range offers the right workstation for every 

application. Because we set great store by variability. You 

can bet our range has the right one for you, too.

Your C+P furniture adviser will be glad to give you more 

information and to demonstrate the ideal solution for you.

Workdesk/Worklift 
desk combinations

Top shapes and sizes

Workdesk/Solodesk frames
Designs a, b and c
for Workdesk;
a, b, c, d, and e
for Solodesk

Workstation variants 
with Solodesk and wall system

Height-adjustable occasional tables

Mobile occasional furniture

I t ’ s  your  choice .

a b c d e
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You can choose from many attractive colour coatings at 

C+P as a standard feature. We are also always glad to 

fulfil all your own particular colour wishes. You can find 

the entire C+P colour and decor selection and additional 

information on the topic of colour design in the latest 

catalogue. Have fun choosing!

An ingenious combination.

Alu-Compact tabletop:
HPL (high pressure laminate) 
board, 13 mm thick, with alu- 
minium inlay for high durability 
and a refined look.

HPL tabletop:
HPL (high pressure laminate) 
board, 13 mm thick, rounded 
off downwards.

DCPB tabletop:
Standard table, 25 mm thick as a 
directly coated particle board with 
a wood or solid decor and edge 
band.

Decors:
Many contemporary decors are 
available for the tabletops and 
cover plates.

Real-wood veneers:
The right choice for representa-
tive areas. Many contemporary 
veneers are available.

Frame colours: 
The Workflow desk frames are available in RAL 9006 
white aluminium. We can also supply the 
chrome-plated model on request.

Tabletop in genuine wood:
Multiplex carrier plate, 25 mm 
thick, with real-wood veneer 
and slanted edge.
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Incidentally: 

C+P is a true specialist for tasteful and efficient furniture made of 

steel! Over several decades, we have developed a mastery of this 

field that is virtually unsurpassed. So it is hardly surprising that our 

customers have made C+P the market leader in several product 

segments.

 


