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ZERTIFIKAT ¢ CERTIFICATE ¢

CERTIFICATE

No. Z1A 141290658 004

Holder of Certificate:

Certification Mark:

Product:

Tested
according to:

Profim Sp.z.0.0.
Gornicza 8

62-700 Turek

POLAND

_Production monitored
Safety tested

Swivel Chairs

DIN EN 1335-1:2002
DIN EN 1335-2:2010
DIN EN 1335-3:2009
ZEK 01.4-08

&

Product Service

The product meets the safety and health requirements of the German Product Safety Act section
20 to 22 ProdSG. The certification marks shown above can be affixed on the product. It is not
permitted to alter the certification marks in any way. In addition the certificate holder must not
transfer the certificate to third parties. This certificate is valid until the listed date, unless it is
cancelled earlier. See also notes overleaf.

Test report no.:

Valid until:

Date, 2014-12-10
Page 1 of 2

TOV SUD Product Service GmbH -

713052844-5

2019-12-09

(J wsatti

k)

Zertifizierstelle - Ridlerstralle 65 - 80339 Miinchen - Germany TOvV

641860
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ZERTIFIKAT © CERTIFICATE ¢

CERTIFICATE

Product Service

No. Z1A 1412 90658 004

Model(s):

Parameters:

Factory(ies):

Page 2 of 2

TOV SUD Product Service GmbH - Zertifizierstelle - RidlerstraBe 65 - 80339 Miinchen - Germany

ARCA

Seat adjustable in height by means of gas spring.
Outside diameter and wall thickness of gas spring

tube: 28 x 2.5 mm.

Seat mechanism made of sheet steel with synchronous
action, lockable in 3 positions.

Initial tension of the tilt spring variable adjustable

by means of twist grip.

Seat depth separately adjustable by sliding seat.

Seat shell made of plywood, covered with fabric.
Backrest height adjustable in 5 steps.

Armrests made of plastic PA6 GF50, adjustable in height
and in clear width.

Arm bearer made of flat steel 60 x 8 mm.

Base made of aluminium die casting.

5 brake unloaded twin wheel swivel castors type “H” and “W".
Weight: 17.10 kg.

The office swivel chairs, models “ARCA” correspond with
type C according to DIN EN 1335-1:2002.

90658
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[wzdtuz lewego marginesu:] A1/04.11; CERTYFIKAT

[w nagtowku stron 1-2 dokumentu oryginalnego:]
[logo:]

CERTYFIKAT
Nr Z1A 14 12 90658 004

[strona 2. oparafowana]

[w stopce stron 1-2 dokumentu oryginalnego:]
TUV SUD Product Service GmbH; Zertifizierstelle; Ridlerstrafe 65; 80339 Miinchen:; Niemcy

L
[logo:] oV

[strony numerowane:] Strona (1-2) z 2

Posiadacz: Profim Sp. z o.0.
Gornicza 8
62-700 Turek
POLSKA

Znak certyfikacji: [logo:]

Produkt: Fotele obrotowe

Testowano zgodnie z: DIN EN 1335-1:2002
DIN EN 1335-2:2010
DIN EN 1335-3:2009
ZEK 01.4-08

Produkt spetnia wymogi bezpieczeristwa i ochrony zdrowia okreslone w niemieckiej Ustawie
0 bezpieczenstwie produktow, rozdz. 20-22 ProdSG. Wskazane wyzej znaki certyfikacji mogg by¢
umieszczone na produkcie, przy czym zmiany znakdw sa niedopuszezalne. Posiadacz certyfikatu -
nie jest upowazniony do przenoszenia go na strony trzecie. Certyfikat jest wazny do wskazanej w
nim daty, chyba ze zostanie anulowany w terminie wezesniejszym. Zob. roéwniez uwagi na
odwrocie,

Nr raportu z badan: 713052844-5
Data wazno$ci: 2019-12-09 [logo TUV SUD z numerem:]

Data: 2014-12-10 [podpis nieczytelny] 641860
(Jens Biesenack)

Model/e: ARCA

Parametry: Siedzisko z wysokoécia regulowana sprezyna gazowa.
Zewnetrzna srednica i grubo$é rury sprezyny: 28 x 2,5 mm.
Mechanizm synchroniczny siedziska z blachy z regulacja w 3 pozycjach.
Poczatkowe naprezenie sprezyny odchylenia regulowane pokrettem.
Glebokos¢ siedziska regulowana osobno.
Rama siedziska ze sklejki kryta tkanina.
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Wysokos¢ oparcia regulowana pigciostopniowo.

Podtokietniki wykonane z tworzywa sztucznego PA6 GF50 z regulowang
wysokos$cia i rozstawem.

Wsporniki podtokietnikow wykonane ze stali 60 x 8 mm.

Baza wykonana z odlewanego aluminium.

5 kétek podwojnych z hamulcem typu ,,H” i, W”,

Waga: 17,10 kg.

Fotele obrotowe model ,ARCA™ odpowiadaja typowi C zgodnie z DIN
EN 1335-1:2002.

Zaklad/y: 90658

Niniejszym zaswiadczam, iz powyzszy przekiad jest zgodny co do tresci z dokumentem przedstawionym mi w jezyku
angielskim.

Thumacz: Hanna Lawniczak-Ignaszak, nr TP/5887/05
Nuemer repertorium: 3888/12/14
Pobrano oplate: Zgodnie = Rozporzgdzeniem Ministra Sprawiedliwosci z 24.01.2005 w sprawie

wynagrodzenia tHumacza przysiggtego (Dz.U. nr 15, poz. 131 i D=.U. = 24.12.2009)
Data: 20-12-2014




